
highlights

solid cabinet base unit ensures high stability
adjustable aluminium fence, 3-knife cutterblock
collateral pivoting grey cast iron tables enables comfortable
thicknessing
dust collector plug allows a dust and chip-free workig environment
for planing the infeed mechanism can be switched off

1.099,00

HOLZMANN MASCHINEN GmbH / 4170 Haslach / Austria / www.holzmann-maschinen.at

Page 1 of 2 - 2020-08-07 10:14:54 Technical modifications and errors excepted. RRP in Euro incl. VAT.

HOB260NL_400V *

combined planer and thicknesser



technical details

fence tilt 90° -45°   planing table size in mm 1090x250

planer fence in mm 720x135  
max. thicknessing cutting depth in
mm

3

thicknesser table height in mm 855   motor power s1 in W 1500

motor power s6 in W 2100   feed speed 8

voltage 400V   suction port in mm 100

total dimensions in mm 1100x420   max. workpiece thickness in mm 185

table size in mm 600x185   cutting depth in mm 3

shaft diameter in mm 75   shaft speed in min-1 4000

cutter knives amount 3   gross weight in kg 160

net weight in kg 150   packaging length in mm 1.130

packaging width in mm 500   packaging height in mm 740

EAN code 9120039902272  
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